Beschichtete Flachriemen

Coated flat belts
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112.0051 1.500 50 8 6 u 5
102.0040 1.727 25 2,8 — | 5
112.0088-1 1.910 100 12 10 u 5
102.0038 1.980 30 2,8 — “ 5
105.0199 2.280 125 14 12 | 5
105.0199-1 2.280 125 17 15 u 5
110.0123 2.285 200 32,6 30 | 5
102.0041 2.750 25 2,8 — 4 5
112.0087-1 2.945 50 12 10 [ | 5
102.0039 3.130 30 2,8 — 4 5
102.0036 3.180 30 4,7 3 [ | 5
102.0037 3.355 30 4,7 3 u 5
102.0021 3.400 30 4,7 3 [ | 5
105.0092 3.850 30 4,8 3 u 5
112.0065 3.840 50 5,5 — | 5
102.0044 3.980 40 1,8 — 4 5
Beschichtung / Coating: M zelliges PUR-Elastomer / cellular PUR-Elastomer
B w7 Naturkautschuk / natural rubber
m PVC Supergrip / PVC honeycomb
[ Schwammgummi / sponge rubber

Notizen / Notes

info@oberrecht.de & +49(0)2652-9392-90

Beschichtete

Riemen
Coated belts

Unsere Zahnriemen bestehen
aus abriebfestem Polyurethan,
hochfesten Zugtragern und
einem zusétzlichen Polyamid-
gewebe auf der Zahnseite.

Die Kombination mit
Keilriemen ergibt spurtreu
laufende Synchronbénder.

Eigenschaften:

- Formschlissig

- Synchronlaufend

- Langenkonstant

- Gerauscharm

- Hochflexibel

- Hydrolysebestandig

- Geringe Wasseraufnahme
(geschlossenzelliges PUR )

Our timing belts consists of
wear resistant polyurethane,
high tensile tension members
and an additional polyamide
facing on the tooth side.

The combination with V-belts
results in straight running
synchronous belts.

Characteristics:

- Positive fit, synchronous run

- Constant length

- Low noise

- Highly flexible

- Hydrolysis resistant

- Low water absporption
(closed cell PUR W)




